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WATERHOG FLOATING PUMP 

 

 
Photograph provided for reference purposes only. Unit specified might differ from the photograph. 

 

 

SCOPE 

 



 The “Waterhog” Floating Pump has two carry handles and only weighs 30kgs.  

 Dimensions: 1000mm L x 700mm W x 500mm H  

 It is small enough to put in the boot of a car.  

 Due to the open impellor design, the pump can pump solids of up to 5mm in size - therefore 
it can be used in any dam, river or alternative water source.  

 It has a minimum suction depth of 3cm.  

 The “Waterhog” can also be used on dry land as a booster pump. 
 

 

TESTING 

 
The following tests are performed on all the floating pumps that are supplied by Industrial Fire & 
Hazard Control 
 

 Primer test 

 Pump flow test 

 Piping Hydrostatic pump test 
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 Complete operational test 
 
All products undergo the stringent Industrial Fire & Hazard Control Quality Assurance Program (QAP) 
and are fully inspected for compliance to specifications.  
 
 

TRAINING 

 

Training will be provided on-site for 8 personnel members, by Industrial Fire & Hazard Control 

accredited instructors and will cover the following: 

 Fire Fighter Safety 

 Operating Instructions 

 Pumping Operations & Techniques 

 Basic Care & Preventative Maintenance 
 

The training program shall be spread over one (1) day and shall include theoretical/class room 

sessions and practical sessions. 

  

ENGINE 

 

 
• Honda GXV 160, 5.5hp, 4 stroke petrol engine – running time without refuelling – 60 

minutes  
• Engine revolutions are automatically controlled by back pressure of the pump and will stop 

the engine if it runs out of water or clogs up in heavy mud, thus this protects the engine and 
pump.  

 
 

PUMP 

 
 
• 50mm self-priming centrifugal pump, open impellor  

• Directly coupled to engine  

• Can run dry  

• 50mm suction pipe with 65mm instantaneous coupling strainer  

• 800 l/min open ended flow @ sea level  

• Total head at 3600 RPM of 33m  

• 4.5 bar shut off pressure  
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FLOATER 

 
 
• Fully sealed, seamless, roto moulded polyethylene, UV Resistant.  
 
 

MANUALS 

 

The following manuals shall be provided with delivery of the apparatus: 

 

 Operator’s manuals  

 Maintenance manual  
 

 

COMMISSIONING 

 
 
The complete product shall be commissioned at the client’s facility and shall be validated against the 
Industrial Fire & Hazard Control WATERHOG specification.  Any variations between this specification 
and the specification as set out by the client shall be noted as an exception and the WATERHOG 
specification shall take preference. 
 

 

WARRANTY 

 
 
The following warranty applies to the WATERHOG Floating Pump: 
 
Industrial Fire & Hazard Control Standard Warranty  12 months 

 

 

 

 

 

 

 

 

 

www.industrialfire.co.za 

+27 (0) 82 651 2580 – Trevor Fiford 

                                 


